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EM280 LED STRIP-LIGHT
The REDTRONIC Strip Light is a brand new design concept that allows a large surface area to be illuminated. It has been 
designed to offer a reliable constant light with exceptionally low current drain. It also allows for a discrete fitting style 
which is hardly recognised when unlit. Because the unit is manufactured in the UK by REDTRONIC it allows for very 
competitive pricing.

Although originally designed and intended for internal white locker lighting, the strip light has also proved extremely 
useful for vehicle marker lights produced in amber, blue, red and green.

FEATURES & BENEFITS
 
• Colours Available: 
• Available in 12v or 24v
• Featuring 18 - 60 LED’s

o High quality, Long life LED’s
• Lengths Available: 30cm, 50cm & 100cm

• Dimensions: 17mm (Height) x 12mm (Depth)
• Ultra-strong UV stabilised PVC extrusion
• IP66 sealed
• Fully UK manufactured
• 2 Year Full UK Warranty
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EM308N LED SCENE-LIGHT
The EM308N GENERATION III LED Scene Light has been designed to offer a bright ‘flood effect’ worklight solution for 
11-30v applications with low current drain. 

It has been evident that existing Halogen Scene Lights although offer a good working light are not efficient after long 
use and bulbs continuously fail hence rendering the user with no light. Through careful design and development the 
EM308N is capable of producing a ‘Flood Effect’ like no other product – offering enough light output for specific 
requirements. This product truely provides the reliability LED technology offers. 

FEATURES & BENEFITS
 
• 11-30v operation
• Featuring 18 x         Latest Generation LED’s

o High quality, Long life, reputable LED’s
• High intensity and wide angle internal optics

o Enables exceptional viewing even off-axis

• Ultra-strong UV stabilised PVC extrusion
• IP66 sealed
• Fully UK manufactured
• 5 Year Full UK Warranty
• Various Angle Wedges also available (if required)



DIGITAL SIREN RANGE
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The EM500 digital siren range offers a covert fit MOSFET driven siren for all emergency vehicle requirements.  All sirens 
within the EM500 range have horn-ring transfer and built in selectable tones. There are 4 different models available to 
suit all needs, in both 12v and 24v variants. 

TECHNICAL SPECIFICATION

• Power Supply Voltage: 10 - 16 volts DC
(24 – 29v for 24v versions) 

• Power Output Current at 10 - 16 volts;
o High Power (100watts) = 8 Amps 
o Low Power (60watts) = 5 Amps 

• Pluggable control Box, for ease of replacement (if required) 
• Reverse polarity protection 
• Horn-ring Transfer - +ve and –ve trip
• Ultra Low Power 40 watt lightweight version available

EM500

• Tones available: Wail, Yelp, Hi-Lo, Phaser and Bullhorn.
• Splash proof casing
• Length: 175mm 
• Width: 82mm 
• Depth: 50mm

EM500AS

• Tones available: Wail, Yelp, Hi-Lo, Phaser, Whoop and Bullhorn.
• Splash proof casing
• Audible sense output for data recording
• Length: 175mm 
• Width: 82mm 
• Depth: 50mm

EM500PA

• Tones available: Wail, Yelp, Hi-Lo, Phaser, Whoop and Bullhorn.
• Splash proof casing
• Audible sense output for data recording
• Public Announcement Facility
• Length: 182mm 
• Width: 123mm 
• Depth: 52mm
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EM300 AUTOLOCK
The EM300 Autolock (also known in the industry as a Runlock device) was developed especially for Emergency vehicles 
attending road traffic incidents for long periods. Due to the high current consumption of ancillary equipment, such as 
blue lights, and ancillary lighting used at the scene, the Autolock allows the vehicle engine to remain running without 
the ignition key, hence ensuring the vehicle battery is kept in normal running conditions.

If the vehicle is entered unlawfully for the purpose of theft, once any of the trigger signals have been activated (e.g. the 
accelerator), this will cut the engine and will not restart it without the ignition key. The system is ‘fail safe’ and should a 
problem arise with the EM300 this would not inhibit the use of the vehicle.

DIMENSIONS
• Length: 114mm 
• Width: 120mm
• Height: 44mm

EM599 DIGITAL HEADLIGHT FLASHER
The EM599 digital headlight flash was designed for the accurate flashing of vehicle headlights, or auxiliary lights with 
the added features of offering multi-flash capabilities and two speed settings. The EM599 is an alternating headlamp 
flash system, switched by power relays, which will flash at a rate of 45 or 75 cycles per minute at equal mark-space 
ratio, with a dipswitch option to select sequence flash.
 
Includes +ve inhibit function to restrict night use.

FLASH OPTIONS
• 45 cycle/minute - Single Flash 
• 45 cycle/minute - Double Flash 
• 45 cycle/minute - Multi-Flash (Double Flash then Single Flash) 
• 75 cycle/minute - Single Flash 
• 75 cycle/minute - Double Flash 
• 75 cycle/minute - Multi-Flash (Double Flash then Single Flash) 
Flash Sequences are selectable via the on-board dipswitch.

This product has been designed specifically not to induce any 
voltages into the existing vehicle wiring.

DIMENSIONS
• Length: 114mm 
• Width: 120mm
• Height: 44mm
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EM555 DIGITAL TIMER
The EM555 Digital Timer was designed for the accurate ‘switching off’ of any auxiliary device after the ignition circuit has 
been switched off, therefore allowing equipment to be left running for timed durations once activated.

FEATURES
• Low voltage protection – automatic shutdown (selectable)
• Second relay provided for voltage free switch over
• Programmable timing from 15minutes to 3hours 45minutes
• Standby current draw; 5mA max.
• Available in 12volts or 24volts

DIMENSIONS
• Length: 114mm 
• Width: 120mm
• Height: 44mm

EM263 INTERRUPTER UNIT
This small unit can alternate a supply current of up to 20 amps continually, developed for switching halogen lamps 
simultaneously on all Emergency and Recovery vehicles. Available in either 12volts or 24volts.

Note: It is possible to flash auxiliary lights alternatively with this product.

DIMENSIONS
• Length: 53mm 
• Width: 53mm
• Height: 25mm

EM295 AUDIBLE SENSE UNIT
This unit was designed for siren systems that were not capable of giving a signal to vehicle on-board computers, 
converting the audio output to a +ve signal. Available in 12volts only.

DIMENSIONS
• Base Length: 91mm
• Top Length: 62mm
• Box Width: 51mm
• Box Height: 34mm



EM60P 100w STANDARD SPEAKER
The EM60P is a standard 100watt speaker with separate TIP and COWL assembly. Dimensions dependant on cowl.

COWLS
• Rectangular 
• Side entry
• Round Alloy
• Piped cowl (for no-space front grill applications)

EM60P/USL ULTRA SLIMLINE SPEAKER
The EM60P/USL is a very thin 100watt Ultra Slimline Speaker. Its 58mm depth enables the user to fit to places where 
normally there would be no space for a standard 100w speaker. 

DIMENSIONS
• Height: 128mm
• Width: 161mm
• Depth: 58mm

EM60P/LBS LIGHTBAR SPEAKER
The EM60P/LBS is a very thin, low profile 100 watt Ultra Low profile Speaker. Its normal use is for lightbar applications 
or other places where normally there would be no space for a standard 100w speaker. 

DIMENSIONS
• Height: 54mm
• Width: 152mm
• Depth: 208mm
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PRODUCT WARRANTY
Redtronic Limited warrants each new product (except bulbs and strobe tubes) to be free from defects in material and 
workmanship for a time period of two years from the date of Redtronic Limited point of sale.

All LED products are to be free from defects in material and workmanship for a time period of five years from the date 
of Redtronic Limited point of sale – this excludes any other product that uses an LED as a supplementary indicator or 
was purchased before 2008, these would be covered under the original two year warranty. The term “material” refers to 
polycarbonate, stainless steel parts and aluminium extrusions. Unfortunately minor oxidation is not considered as a 
warranty claim. Oxidised parts such as screws, bolts and fixings are not covered under the warranty.

All products are allocated a warranty code or ID on date of manufacture. This code must be used in all warranty 
negotiations. Redtronic Ltd reserve the right to replace a product in lieu with an equivalent or improved version of the 
item should the original product have been discontinued. When an item has been repaired it is left to our warranty 
department’s quality control team to ensure that the product is fit for purpose.

During this warranty period, the obligation of Redtronic is limited to repairing or replacing, as Redtronic may elect, any 
part or parts, which after examination by Redtronic are determined to be defective, when they are delivered pre-paid. 
This limited warranty does not cover travel expense, the cost of specialised equipment for gaining access to the product, 
or labour charges for the reinstallation and removal of the product.

Redtronic products shall not be liable for incidental or consequential damages, including but not limited to: Loss of 
vehicle, Rental of substitute vehicle, Loss of time, Loss of work, Inconvenience, Transportation expenses, Telephone, 
Lodging, Loss of revenue, Loss of and / or damage to personal property for or arising out of breach of any express or 
implied warranty of its products.

Use of lamp or other electrical equipment of wattage higher than installed or recommended by Redtronic, or use of 
inappropriate or inadequate wiring or circuit protection causes this limited warranty to become void. Redtronic will in no 
way be liable for any loss of profits or any indirect or consequential damages arising out of any such defect in material 
and workmanship whether loss is due to negligence or breach of warranty.

If a product should become defective, spare parts will not be sent free of charge. The warranty is only applicable to items 
that are returned to Redtronic Ltd for review. At that point they will be repaired or replaced and returned to the 
customer. Should a product be inconvenient to remove spare parts can be purchased via our sales team although the 
work done by the customer renders the warranty on the product void.

This limited warranty is expressly in lieu of all other express or implied warranties, including the implied warranty of 
merchantability and the implied warranty of fitness for a particular purpose, and of all other obligations or liabilities on 
the part of Redtronic Products. There are no warranties, unless expressed in authorized Redtronic literature, which 
extend beyond the description of the product hereof. No dealer, distributor, employee, or representative of the company 
is authorised to change this warranty in any way or to grant any other warranty. 
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